
Expert Users

All-in-One simplicity with absolute 0.1um for Log 9 bacteria reduction per ASTM 
F838.
Environmentally friendly with 0 power consumption & 0 waste water. 
Low pressure drop with rapid gravity flow.

NSF 42 certified for material safety & NSF 53 for cyst reduction.
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Mutiple and customized media available upon request to challenge varieties 
contaminants and retain nature minerals in tap water.

#MAF Series
3-in-1 Log 9 Bacteria Reduction 

Caware MAF Technology Inside

TM
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Utility

Specification

Type Dimension
(OD x L) Applicable Claiming Index

MAF-B

MAF-EP

3.3" x 10"
(86 x 238mm)
3.3" x 14"
(86 x 350mm)
3.3" x 20"
(86 x 512mm)

3-in-1 Log 9 (99.9999999%) bacteria reduction, 
cyst, algae, silt, and hazardous chemicals 
reduction

* MAF technology inside available for DOE/SOE, in-line, and quick connect filter cartridges
* Product Data Sheets are available upon request
* Caware labeling & private label are available

2" x 6"
(50 x 152mm)
2" x 10"
(50 x 254mm)

4.5" x 10"
(118 x 250mm)
4.5" x 20"
(118 x 508mm)

2.5" x 10"
(71.5 x 254mm)
2.5" x20"
(71.5 x 508mm)
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